
62 WATT
 
roof-integrated ModULe

Integrates beautifully for nearly invisible installation.

ResidenTiAl 62 WATT  
module fRom The WoRld’s 
TRusTed souRce foR solAR.

designed to complement standard flat roof 
tile, sharp’s nd-62Ru1f solar module offers a 
clean, unobtrusive look that’s especially pleasing 
to homeowners. This roof-integrated module 
offers superior durability and is resistant to 
moisture, impact and high winds. it is an ideal 
combination of aesthetics, performance and 
ease of installation.

Sharp’s roof-integrated solar module 
provides nearly invisible architectural 
integration and adapts to numerous 
roof designs.

EnginEEring ExcEllEncE
Designed and engineered to blend the power of solar 
electricity with the aesthetics of today’s architecture. 

ADVAncED AESTHETicS
Module blends seamlessly into tile roofs, creating a 
clean, unobtrusive installation that’s perfect for new 
construction and reroofing.

DUrABlE
Tempered glass, EVA lamination and  
weatherproof backskin provide long-life and 
enhanced cell performance.

rEliABlE
25-year limited warranty on power output.

HigH PErformAncE
This module incorporates uses an advanced surface 
texturing process to increase light absorption and 
improve efficiency.

BEcomE PowErfUl

nd-62rU1f

SHArP: THE nAmE To TrUST
When you choose Sharp, you get more than  
well-engineered products. You also get Sharp’s  
proven reliability, outstanding customer service 
and the assurance of our 25-year limited warranty. 
A global leader in solar electricity, Sharp powers 
more homes and businesses than any other solar 
manufacturer worldwide. 



wArrAnTY
25-year limited warranty
Contact Sharp for complete warranty information

SHARP ELECTRONICS CORPORATION
5901 Bolsa Avenue, Huntington Beach, CA 92647
1-800-SOLAR-06 • Email: sharpsolar@sharpusa.com
www.sharpusa.com/solar
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Design and specifi cations are subject to change without notice.
Sharp is a registered trademark of Sharp Corporation. All other trademarks are property of 
their respective owners. Contact Sharp to obtain the latest product manuals before using 
any Sharp device. 

ElEcTricAl cHArAcTEriSTicS
Maximum Power (Pmax)*  62 W

Tolerance of Pmax +10%/-5%

Type of Cell  Polycrystalline silicon

Cell Confi guration 18 in series

Open Circuit Voltage (Voc) 10.9 V

Maximum Power Voltage (Vpm) 8.7 V

Short Circuit Current (Isc) 7.9 A

Maximum Power Current (Ipm) 7.15 A

Maximum System (DC) Voltage 600 V

Series Fuse Rating 15 A

Temperature Coeffi  cient (Pmax) -0.485%/°C

Temperature Coeffi  cient (Voc) -0.36%/°C

Temperature Coeffi  cient (lsc) 0.053%/°C

*Measured at (STC) Standard Test Conditions: 25°C, 1 kW/m2 insolation, AM 1.5

mEcHAnicAl cHArAcTEriSTicS
Dimensions (A x B x C below)   59.0” x 15.6” x 1.3”/1499 x 396 x 34 mm

Cable Length (I & J) 15.0”/381 mm & 57.2”/1454 mm

Output Terminal  Lead Wire with Onamba C3 Connector

Weight  16.5 lbs / 7.5 kg

Max Load 50 psf (2400 Pascals)
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Current vs. Voltage

iV cUrVES

QUAlificATionS
UL Listed  UL 1703

Fire Rating  Class C

rEQUirED ADDiTionAl PArTS
GWAKM0489MNZZ  Bottom bracket

SZRUCC01 35 ft “home run” cable

SZRUCL01  Front mounting clip 

See installation manual for more information

DimEnSionS

Side V ieW front VieW

 a B C d e 
 59.0”/1499 mm 15.6”/396 mm 1.3”/34 mm 3.9”/99 mm 12.8”/325 mm

 
 f g H i J
 12.4”/315 mm 13.2”/335 mm 12.8”/325 mm 15.0”/381 mm 57.2”/1454 mm
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Contact Sharp for tolerance specifi cations
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